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IoT Overview

The concept of IoT, or the Internet of Things, in which devices connect to each other via networks, has 

been around since the early 2000s. Since then, the development of various fundamental technologies 

and their rapid spread in recent years means they have now become indispensable. By solving 

various social issues and improving operational e�ciency leading to business model transformation 

which creates new business opportunities, IoT is greatly impacting the world. 

A basic concept of IoT is that data acquired by sensors is collected and analyzed in the cloud, and the 

results are fed back to the field and management to improve the e�ciency of operations. Wireless 

communication technology, available in various forms, plays a crucial role in transmitting 

sensor-acquired data to servers. 

Low-Power Wide-Area (LPWA) communications, capable of transmitting low bit-rate data across 

wide areas with minimal power use and at low cost, are expected to see rapid growth. This growth 

aims to fulfill the vision of an IoT world where "everything is connected to the Internet".

In this context, Sony has developed ELTRES by leveraging its long-cultivated technologies to 

address IoT needs that cannot be satisfied by traditional, rich wireless communications like LTE/5G 

alone.
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ELTRES’s vision of the world 

Today, we face a variety of social and environmental challenges, including climate change, 

large-scale disasters, food scarcity, water shortages, and aging infrastructure. To e�ectively 

address these issues, a global perspective on sensing is essential. We need to broaden our view to 

encompass large regions, indeed, the entire planet. The IoT era, where everything can be connect-

ed to the Internet, is nearly upon us. One of the key technologies enabling this future is ELTRES, a 

low-power wide-area wireless communication technology. ELTRES has the potential to soon con-

nect IoT devices globally. Through ELTRES communication, we can visualize previously unnoticed 

or unseen aspects of our world and proactively anticipate and prevent adverse events.

What is ELTRES？
ELTRES is an LPWA communication technology developed by Sony for the Internet of Things (IoT) 

age. Utilizing Sony’s extensive signal processing experience combined with innovative new tech-

nology, ELTRES can achieve stable communication at distances over 100km, transmitter speeds of 

more than 100km/h, whilst using very low power - devices can operate on batteries. ELTRES is 

particularly suited to outdoor applications since it contains a built-in Global Navigation Satellite 

System (GNSS) receiver. Data is protected with physical layer encryption to ensure no-one can steal 

or modify user data.

For example, ELTRES can be used in areas such as the ocean or mountains beyond the reach of 

mobile phone signals. The population coverage ratio of the mobile phone network in Japan is 

almost 100%, but the geographical coverage ratio is much less than this. Most of the areas not 

covered by the mobile phone network are mountainous regions and oceans. With ELTRES, it is 

possible to collect data in areas that have been di�cult to reach due to the lack of communication 

means, such as monitoring people for safety reasons, collecting meteorological data, monitoring 

of water levels in rivers and reservoirs, and monitoring of infrastructure such as bridges. Even in 

urban areas with well-developed infrastructure various IoT services can be provided by using 

inexpensive IoT communication that is resistant to interference. 
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What can you do with ELTRES ?

Examples of how ELTRES can be used include gathering information from and tracking vehicles, 

tracking and surveillance of building material equipment, monitoring of the elderly and children in 

real time or tracking ships at sea. 

The payload of data from the sensor device is 128 bits and is transmitted at regular intervals, from 1 minute 

to 1 day. Security from the sensor to the ELTRES base station is ensured via proprietary encryption. 
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Table 1 ｜ ELTRES Worldwide Module CXM1510GR

Table 2 ｜ Comparison between ELTRES and similar LPWA technologies

-144 dBm

100 km

Up to 100 km/h

80 bps

One-way

Receiver sensitivity

Communication distance1 

Mobile performance

E�ective transmission rate

Communication direction

-141 dBm

70 km

20 to 40 km/h

15.2 bps

Two-way

-137 dBm

33 km

20 to 40 km/h

42.9 bps

Two-way

ELTRES                                   Sigfox                    LoRaWAN

1 : For line-of-sight (LOS) communication

Module Name

Size

Channel Spacing / 
Occupied Bandwidth

Channels

Frequency Band
(Center Frequency)
Transmit Power

Min. Tx. Interval

Max. Tx. Interval

Event Transmission

Regulation

CXM1510GR

16 x 16 mm

 200 kHz / 160 kHz

24 hours

Yes

23

923.6~928.0 MHz

20 mW

1 min

17

865.2~868.4 MHz

25 mW

4 min

13

920.3~922.7 MHz

25 mW

1 min

23

920.3~924.7 MHz

25 mW

1 min

25

902.4~907.2 MHz

5.6 mW

1 min

ARIB STD-T108 ETSI EN 300 220 NCC LP0002 AS/NZS 4268,
 ANATEL Resolution 

No.680 + Act 
No.14448

FCC 15.247,
RSS-247
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Where is ELTRES available?

ELTRES has been rolled out as public communication network in Japan from 2019. In other countries 

ELTRES is available for partners to rollout private or public networks. Table 1 shows selected technical 

details of the ELTRES communication module CXM1510GR by region. Note this is not an exhaustive list.

ELTRES Technology Comparison

ELTRES has some significant advantages compared to other LPWA technologies.  The higher receiver 

sensitivity means longer communication distances.  Data can be successfully received even while 

moving at highway speeds. See Table 2 for a comparison with similar LPWA technologies such as 

Sigfox and LoRaWAN. For a detailed look at the technology in ELTRES, see the companion “ELTRES 

Technology Whitepaper”.

However, ELTRES is not suitable for all use cases. ELTRES is currently a one-way transmission (from the 

transmitter user equipment to the receiver base station), so where two-way communication is needed 

other technologies are more suitable. ELTRES uses GNSS to achieve highly accurate synchronization 

and higher throughput, but this is not possible in areas where GNSS reception is poor, such as deep 

indoor environments. Finally, if significant throughput is needed all low bitrate LPWA technologies are 

unlikely to meet your needs.
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Example Use Cases

Use case 1 ｜ Vehicle tracking and driver safety

Problem : When a company owns multiple vehicles, it is di�cult 

to keep track of where each vehicle is. Additionally, legislation to 

mandate that drivers get enough rest and take necessary breaks 

during the day has been increasing and the burden for compli-

ance to the new regulations is increasing.

Solution : Using the ELTRES Vehicle Smart Tracker developed by 

Harada Industries, NSW has developed a MaaS platform to make 

fleet management easier and cheaper than existing solutions. 

SmartDrive has created a Mobility Data Platform to create a Smart-

Drive Fleet as a connected platform for leasing, rental car, and 

car-sharing businesses to optimize the management and use of 

their vehicles, and keeping drivers safe by ensuring they get 

enough rest. Daily driver reports are automatically created, easing 

the burden on companies for regulatory compliance.

Problem : Tracking divers is di�cult in the open sea, especially when waves block the wireless signal 

and the transmitter is close to the surface of the sea. Current LTE solutions require higher power further 

away from shore, meaning batteries run out quickly. 

Solution : Quadra Planning was impressed with the long communication distance of ELTRES which 

easily covers tens of kilometers o�shore. Since the same power is used regardless of distance, and 

ELTRES is a low power system, longer battery life is achieved which ensures the safety of divers.

Use case 2 ｜ Diver tracking and safety
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Use case 3 ｜ Remote Athlete Tracking

Problem : The Adventure Racing World Series (ARWS) is 

an annual endurance racing event which takes place in 

remote locations, with athletes trekking, mountain biking, 

paddling, and climbing along a racetrack for approximately 

250km. The rugged course is a big disadvantage for radio 

communications and the course in Japan had large areas 

with no cellular coverage.

Solution : Using only 4 fixed and 2 mobile ELTRES base 

stations, full racetrack coverage could be completed. The 

built-in GNSS ensured accurate location tracking and the 

safety of the athletes at all times. The low power of ELTRES 

meant that the athletes had to only carry a very small 

device. Logistics vehicles could also be tracked in real time.
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Frequently Asked Questions (FAQ)

How can I contact you to ask questions about ELTRES?
Contact us using the “Contact Form” accessible via the link below.

Where can I get ELTRES compatible devices?
A list of devices currently sold for the Japanese market can be seen here:

https://eltres-iot.jp/product/ (in Japanese)

For other countries, the worldwide ELTRES communication module CXD1510GR is now available for 

development of new transmitter/sensor devices. Development boards, SDK, and technical documen-

tation is planned to be released in late 2024. If you are interested to create your own original ELTRES 

device or want to distribute products on the Japanese market, please contact Sony to discuss details.

Where can I get an ELTRES base station?
Receiver base stations are in commercial use in Japan, with limited quantities available for rent. 

For other countries, receiver base stations are planned to be available from late 2024.  Please 

contact Sony to discuss details.

What are the communication costs?
For operation in Japan the cost is approximately 100 yen per device per month. 

For other countries, it is envisaged that any ELTRES networks will be owned and operated by our 

partners (private network), and therefore communication costs are controlled by the owner/opera-

tor. There is a small fee since Sony will operate the authentication of transmitters and receivers 

through the ELTRES Managed Cloud (EMC). Please contact Sony to discuss details.

Additional Information

Website:
https://www.sony-semicon.com/en/eltres/index.html

Articles on the Web:
https://www.sony-semicon.com/en/eltres/articles.html

Webinars (YouTube) :
https://sony-semicon.co.uk/eltres/events/

Contact Form :
https://info.sony-semicon.com/en/inquiry 


